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Read Carefully - These instructions are written in an effort to prevent potential difficulties that might arise during installation. Studying the
instructions first may save you considerable time and money later. Observing the following procedures will keep installation time to @ minimum.

IMPORTANT INSTRUCTIONS

When using electrical heating appliances, basic precautions should always be followed to
reduce the risk of fire, electric shock and injury to persons, including the following:

Read all instructions before wiring or using this heater.
WARNING: This heater is hot when in use. To avoid burns,
do not let bare skin touch hot surfaces. Keep combustible
materials, such as furniture, pillows, bedding, papers,
clothes, boxes, etc., and curtains at least 3ft (.9 m) from the
front of the heater and keep them away from the sides and
rear.

CAUTION: Extreme caution is necessary when any heater is
used by or near children or invalids and whenever the heat-
er is left operating and unattended.

Do not operate any heater after it malfunctions. Disconnect
power at service panel and have heater inspected by quali-
fied electrician for repair before reusing.

Do not use outdoors.

WARNING: To disconnect heater, turn controls to OFF, and
turn OFF power to heater circuit at main disconnect panel.
WARNING: Do not insert or allow foreign objects to enter any
ventilation or exhaust opening as this may cause an electric
shock, fire, or damage to the heater.

To prevent a possible of fire, do not block air intakes or
exhaust in any manner.

A heater may have hot and arching or sparking parts inside.
Do not use it in areas where gasoline, paint, or flammable
vapors or liquids are used or stored.
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WARNING: Use this heater only as described in this manual.
Any other use is not recommended by the manufacturer and
may cause fire, electric shock, explosion or injury to people
and or property.

All electrical work and materials must comply with the Na-
tional Electric Code (NEC), the Occupational Safety and Health
Act (OSHA), and all state and local codes.

Use copper conductors only.

Verify that the electrical supply wires are the same voltage as
the heater.

Heater must be installed in a wall can.

Use orient ring to properly align wall can and make sure it is
flush with sheetrock.

DO NOT select a location where it is likely to be blocked by
furniture, curtains, etc.

Be sure the location selected allows sufficient space for the
heater as shown by Table 1.

Connect grounding lead to grounding screw provided. Keep
all foreign objects out of heater.

DANGER. High temperatures may be generated under certain
abnormal conditions. Do not partially or fully cover or obstruct

the front of this heater.
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SAVE THESE INSTRUCTIONS

PX INSTALLATION INSTRUCTIONS

CAUTION!

Turn OFF all electrical power to install heater

(What’s The Right Heat Output B

5 it Heater Placement

To get the most energy efficient heat output for your room,

determine the square footage of the room to be heated and

multiply by 10 fo get the wattage required. 10,
Example D
Room Size (10 ft. x 15 ft.) = 150 sq. ft.

150 sq. ft. x 10 watts/sq. ft. = 1500 watts vll®

For My Room? A\

Minimum 6" Side Wall Clearance
(16" Recommended)

tMinimum 4" Off the Floor
(10" Recommended)

-

L Solution: Select 1500 Watt setting during installation.
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Selecting A Location For Your Heater:

DO NOT install less than 6” (15cm) from vertical side walls or
open edge of door. This heater must have an unrestricted air-
flow. DO NOT select a location where it is likely to be blocked by
furniture, curtains, etc. Be sure the location selected allows
sufficient space for the heater as shown by Table 1. DO NOT
locate this heater in an area where combustible vapors, gases
liquids, or excessive lint, dust or moisture is present.

Minimum Clearances for heater: Table 1

Front TOP BOTTOM SIDES
36in 12in 4in 6in
09m 30.5¢cm 10.2cm 15.2¢cm

* Rated for zero clearance to insulation.

Wire and Breaker Sizing:

The wire and breaker sizing chart will give a general rule of
installation size. Consult an electrician if you are not
knowledgeable about wiring codes.

Table 2:
Total Amps Minigi'zue"; &WG' Wire | Circuit Breaker or
pper Fuse Size
0thru12 #14 15 amp
12.1 thru 16 #12 20 amp
16.1 thru 24 #10 30 amp

INSTALLATION INSTRUCTIONS

STEP 1 Route Supply Wires
Route supply wire from the circuit breaker to the stud cavity where
the heater/wall can will be located.

STEP 2 Mount Orientation Mounting Plate
(NEW CONSTRUCTION ONLY)

Position orientation mounting plate horizontally on studs, with label
facing you, and attach to both studs with two wood screws (not in-
cluded) on each side (See Figure 1). Use a level to ensure proper
alignment. The 90 degree lip on the inside of the orient ring cutout
should butt up to a wall stud on the left side. Proceed with drywall
installation.

Figure 1

STEP 3 Cut Sheetrock and Mount The Wall Can

Cut out a hole in the sheetrock using a sheetrock saw (not included).
For new construction with orientation ring installed, use orienta-
tion ring as a guide. For remodel installations (without orientation
ring installed behind the sheetrock), the wall can will fit between 2
studs which should be installed 16” on center per building code. Cut
a hole in sheetrock approximately 14-1/2 inches wide by 8.5 inches
tall.

Secure supply wires to wall can prior to mounting wall can in wall.

Remove a knockout from the wall can and attach the supply wire
with a strain relief connector (not included) leaving @ minimum of 6
inches wire lead. Connect supply ground wire to grounding screw in
wall can with a wire connector (not included).

Mount the wall can securely to wall studs with 4 screws (not includ-
ed) through holes provided in the wall can.

STEP 4 Install Heater Assembly

Orient heater assembly in wall can. Connect the supply wires to the
heater with insulated wire connectors (not included). Secure with 3
screws provided into mounting tabs.

STEP 5 Install Grill
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